	Step 1
	Developer

Check to see which developer we are currently using!

-Measure and Check temperature, set time accordingly

-pour in developer

-Tap it twice

-Agitate for the first 30 seconds then 5 seconds every

30 seconds

-Pour into used developer container (this step is only for Tmax and D76)

-put lid back on and rinse funnel
-SHAKE LIKE ITS YOUR JOB!
	Tmax developer
 Temp           min
18C

65F

6¾

20C

68F

6

21C

70F

5¾

22C

72F

5½

24C

75F

4¾



	Step 2
	Stop Bath

-Pour used stop bath into container

-Agitate continuously!

-Pour into used Stop Bath Container

SHAKE LIKE ITS YOUR JOB!


	30seconds

	Step 3
	Fixer

-this step is subject to change depending on which chemical we use, make sure you ask
-Agitate for 30 seconds then 5 seconds every 30 Seconds

-Pour into used Fix container


	2-4 min

	Step 4
	Water Rinse

-Fill and dump canister with fresh water (68()


	3 times

	Step 5
	HypoClear Fill measuring cup to line with hypoclear, then fill to the water line with water.

Agitate continuously, dump down drain when done
	2 min

	Step 6
	Water rinse 

Running water rinse in canister

While rinsing clean the rest of your supplies
	5 minutes or as long as you can

	Step 7
	Photo Flo

-use one drop of photo flo,wait one minute, dump

remove film from reel,

squeegee with fingers or just hang to dry attaching a photo clip at the end


	Fill with water, add drop, swish do not agitate for the remainder of a minute


